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IBM PowerVM Lx86 Release Notes for release 1.3.1.0

These release notes are for IBM® PowerVM ™ Lx86 for x86 Linux® Applications
(PowerVM Lx86) release 1.3.1.0. They are a supplement to the IBM PowerVM Lx86
Administration Guide.

Changes in the 1.3.1.0 release

The 1.3.1.0 release adds the following improvements to PowerVM Lx86:
* Support for SLES 11 and RHEL 5.3.

¢ SE Linux support for RHEL 5.3.

* Ability to restrict the virtual memory usage of Lx86.

¢ Administration Guide updates for SLES 11 and RHEL 5.3.

* Additional bug fixes.

The 1.3.1.0 release removes the following features from PowerVM Lx86:

* Support for SLES 9 SP3 and SP4. Customers wanting to use SLES 9 will need to
use PowerVM Lx86 version 1.3 or earlier.

Administration Guide documentation updates
This section details updates to the Administration Guide for PowerVM Lx86 1.3.1.

Update 1: SE Linux and installation to non-default locations

This is an addition to Chapter 17, SE Linux support with PowerVM Lx86, on page
73 of the Administration Guide.

SE Linux and installation to non-default locations:

If the x86 World or the PowerVM Lx86 binaries are installed into somewhere other
than the default locations, and SE Linux is to be used for translated x86 processes,
the directories containing PowerVM Lx86 and the x86 World must be accessible by
all restricted SE Linux domains. For example, if the x86 World is installed into
/mnt/i386, please set the file context of these directories as follows:

chcon -t root_t /mnt

chcon -t root_t /mnt/i386

If these directories are not accessible by restricted SE Linux domains, some

translated daemon processes may fail to start when SE Linux is set to enforcing
mode.

Update 2: Running the automated installer

This is an addition to the "Examples of usage" section on page 89 of Chapter 20,
Running the automated installer, of the Administration Guide:

Uninstall PowerVM Lx86 and the x86 World:

% installer.pl --uninstall Lx86 --uninstall x86world
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This is an addition to the "Examples of usage" section on page 89 of Chapter 20,
Running the automated installer, of the Administration Guide:

When installing a particular x86 World distro using the--distro option, the
following values can be used for the distribution:

RHEL4U3AS_MIN, RHEL4U3AS_FULL,
RHEL4U4AS_MIN, RHEL4U4AS_FULL,
RHEL4U5AS_MIN, RHEL4U5AS_FULL,
RHEL4U6AS_MIN, RHEL4U6AS_FULL,
RHEL4U7AS_MIN, RHEL4U7AS_FULL,
RHEL5U3AS_MIN, RHEL5U3AS_FULL,
SLES10_MIN, SLES10_FULL,
SLES10SP1_MIN, SLES10SP1_FULL,
SLES10SP2_MIN, SLES10SP2_FULL,

SLES11_MIN, SLES11_FULL

This is an addition to the table in the "Non-interactive configuration file options"
section on page 90 of Chapter 19, Running the automated installer, of the

Administration Guide:

Non-interactive mode configuration switch
name

Parameters and use

INSTALLER_SW_HOMEDIR

Type String
Parameters An absolute path

Use Optional. This switch specifies the home
directory path to escape from the x86 World
to the home directories on the Power
system. This option can only be specified
when installing a new x86 World. You
cannot specify this option when installing an
x86 World from an archive, as the home
directory escape is contained within the
archive.

There is no command line option for this
switch. When installing from the command
line, to create the escape to the /home
directories on the Power system, run the
linkx86 command after running the
automated installer:

1inkx86 /home
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Update 3: Disk space requirements for RHEL 5 Update 3

This is a correction for Chapter 4, Disk space requirements for x86 World on page
14 of the Administration Guide.

The disk space for RHEL 5 Update 3 should read '935 MB disk space for software
for a minimal installation', rather than 900MB.

Upgrading and reinstallation options for previous installations of
PowerVM Lx86

The 1.3.1.0 release supports upgrading from all previously released versions of
PowerVM Lx86, including all 1.1.x and 1.2.x versions. Note that if you choose to
upgrade the PowerVM Lx86 binary from a previous installation, you will be
prompted to update the location of the PowerVM Lx86 binaries and associated log
files to locations that use the new powervm-1x86 directory and file naming
conventions. You can use the existing directory locations, but the product binaries
and log file will use the new naming convention.

PowerVM Lx86 CD and package structure
The PowerVM Lx86 CD structure is:

* powervm-Ix86-<release_version>-<build_number>.tgz
* powervm-Ix86-release-notes-<release_version>.txt

* powervm-Ix86-release-notes-<release_version>.pdf

The PowerVM Lx86 directory structure within the tar file is:

* powervm-Ix86-installer-<release_version>-<build_number>/installer.pl
* powervm-Ix86-installer-<release_version>-<build_number>/lib/

* powervm-Ix86-installer-<release_version>-<build_number>/resources/
* powervm-Ix86-installer-<release_version>-<build_number>/doc/

To install PowerVM Lx86, copy powervm-1x86-<release_version>-
<build_number>.tgz to the local machine, extract it and then, as root, run the
powervm-Ix86-installer-<release_version>-<build_number>/installer.pl script.

Documentation location

The PowerVM Lx86 Administration Guide and the PowerVM Lx86 Release Notes
can be found in the following location in the tgz file:

powervm-Ix86-installer-<release_version>-<build_number>/doc

which is a symlink to powervm-Ix86-installer-<release_version>-<build_number>/
resources/doc/RO

After installation, the PowerVM Lx86 Administration Guide and Release Notes can
be found here:

<PowerVM Lx86 install location>/doc
which is a symlink to <PowerVM Lx86 install location>/installer/resources/

doc/RO

IBM PowerVM Lx86 Release Notes for release 1.3.1.0 3



Reporting a failure

If a Linux x86 application fails while being translated, an error is displayed. In
addition, an error log is created in the /var/opt/powervm-1x86/log directory. You
can change the location of the default log directory during installation. Log files
are created for each running process that encounters an error.

Report the error to IBM Support. Include a description of the failure and what
events preceded the failure.

Note: The reported error may be caused by an issue with the Linux x86 application
being executed and may not be a problem with PowerVM Lx86.

Performance notes

Performance overview

There are various architectural differences between x86 and Power which can
impact performance of translated applications. For example, translating
dynamically generated code like Java™ byte codes is an ongoing translation
process, which can be expected to impact the performance of x86 Java applications
which are using an x86 Java virtual machine. Floating point intensive applications
may have some performance penalties. And finally, translating multi-threaded
applications can incur an additional performance overhead as the translator works
to manage shared memory accesses.

Functionality notes
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Java support in this release

This release of PowerVM Lx86 supports the x86 versions of IBM Java 2 SE 1.6 (SR2
and later releases only), 1.5, 1.4, and 1.3.

Support is also provided for Sun Java 2 Platform Standard Edition (J2SE) 6.0
(version 1.6), Java 2 SE 5.0 (version 1.5), 1.4 and 1.3 and BEA JRockit 6 and 5.

To run Java applications, you must install either of the following libraries: J2SE
Runtime Environment (JRE) 1.3 or higher, or J2SE Development Kit (JDK) 1.3 or
higher.

Known issues

There are some known issues with PowerVM Lx86. This section details those
issues and any workarounds that are available.

nscd service fails when SE Linux is enabled in the x86 World
and set to enforcing

On RHEL 4.x systems, when SE Linux is enabled on the Power system and set to
enforcing mode (rather than permissive mode or turned off) and SE Linux is
enabled in the PowerVM Lx86 configuration file, the x86 nscd service will fail to
start. This is under investigation.

SE Linux file attributes in x86 World archives
If an x86 World archive is created on a system with SE Linux disabled, when
extracting the x86 World archive onto a system with SE Linux enabled, the SE
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Linux file attributes will be incorrect. To fix this issue relabel the filesystem using
the restorecon command in a translated x86 shell.

WebLogic Server and Memory Limit

Using the default PowerVM Lx86 memory limit when running WebLogic Server
may seriously impact performance. It is recommended that the PowerVM Lx86
memory limit is disabled when running this application by setting
MEMORY_MONITOR_TRIGGER_RATIO to 0 in the configuration file.

New mandatory fields in installer
When installing Lx86, it is now mandatory to provide a name, company name, and
email address. In previous releases only the company name was required.

As a result of this change, the following string in the installer is now not correctly
translated into other languages:

"The Activation email will also include some details about this system. Once you
have entered this information it will be presented to you to review. You will have
the option to send the information to IBM via email or abort the installation.”

gdb failures

On RHEL 5 Update 3, some features of thread debugging may not work correctly
in all cases. For example, the info threads command may not report all active
threads.

To work around this issue, in the gdb session type sharedlibrary.

Notices

This information was developed for products and services offered in the U.S.A.

IBM may not offer the products, services, or features discussed in this document in
other countries. Consult your local IBM representative for information on the
products and services currently available in your area. Any reference to an IBM
product, program, or service is not intended to state or imply that only that IBM
product, program, or service may be used. Any functionally equivalent product,
program, or service that does not infringe any IBM intellectual property right may
be used instead. However, it is the user’s responsibility to evaluate and verify the
operation of any non-IBM product, program, or service.

IBM may have patents or pending patent applications covering subject matter
described in this document. The furnishing of this document does not grant you
any license to these patents. You can send license inquiries, in writing, to:

IBM Director of Licensing

IBM Corporation

North Castle Drive

Armonk, NY 10504-1785 U.S.A.

For license inquiries regarding double-byte (DBCS) information, contact the IBM
Intellectual Property Department in your country or send inquiries, in writing, to:

IBM World Trade Asia Corporation
Licensing

2-31 Roppongi 3-chome, Minato-ku
Tokyo 106-0032, Japan
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The following paragraph does not apply to the United Kingdom or any other
country where such provisions are inconsistent with local law:
INTERNATIONAL BUSINESS MACHINES CORPORATION PROVIDES THIS
PUBLICATION “AS IS” WITHOUT WARRANTY OF ANY KIND, EITHER
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY OR FITNESS
FOR A PARTICULAR PURPOSE. Some states do not allow disclaimer of express or
implied warranties in certain transactions, therefore, this statement may not apply
to you.

This information could include technical inaccuracies or typographical errors.
Changes are periodically made to the information herein; these changes will be
incorporated in new editions of the publication. IBM may make improvements
and/or changes in the product(s) and/or the program(s) described in this
publication at any time without notice.

IBM may not offer the products, services, or features discussed in this document in
other countries. Consult your local IBM representative for information on the
products and services currently available in your area. Any reference to an IBM
product, program, or service is not intended to state or imply that only that IBM
product, program, or service may be used. Any functionally equivalent product,
program, or service that does not infringe any IBM intellectual property right may
be used instead. However, it is the user’s responsibility to evaluate and verify the
operation of any non-IBM product, program, or service.

IBM may use or distribute any of the information you supply in any way it
believes appropriate without incurring any obligation to you.

Licensees of this program who wish to have information about it for the purpose
of enabling: (i) the exchange of information between independently created
programs and other programs (including this one) and (ii) the mutual use of the
information which has been exchanged, should contact:

IBM Corporation

Dept. LRAS/Bldg. 003
11400 Burnet Road
Austin, TX 78758-3498
U.S.A.

Such information may be available, subject to appropriate terms and conditions,
including in some cases, payment of a fee.

The licensed program described in this document and all licensed material
available for it are provided by IBM under terms of the IBM Customer Agreement,
IBM International Program License Agreement or any equivalent agreement
between us.

Any performance data contained herein was determined in a controlled
environment. Therefore, the results obtained in other operating environments may
vary significantly. Some measurements may have been made on development-level
systems and there is no guarantee that these measurements will be the same on
generally available systems.

Furthermore, some measurements may have been estimated through extrapolation.
Actual results may vary. Users of this document should verify the applicable data
for their specific environment.
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Information concerning non-IBM products was obtained from the suppliers of
those products, their published announcements or other publicly available sources.
IBM has not tested those products and cannot confirm the accuracy of
performance, compatibility or any other claims related to non-IBM products.
Questions on the capabilities of non-IBM products should be addressed to the
suppliers of those products.

All statements regarding IBM’s future direction or intent are subject to change or
withdrawal without notice, and represent goals and objectives only.

This information is for planning purposes only. The information herein is subject to
change before the products described become available.

This information contains examples of data and reports used in daily business
operations. To illustrate them as completely as possible, the examples include the
names of individuals, companies, brands, and products. All of these names are
fictitious and any similarity to the names and addresses used by an actual business
enterprise is entirely coincidental.

Trademarks

IBM, the IBM logo, and ibm.com® are trademarks or registered trademarks of
International Business Machines Corporation in the United States, other countries,
or both. If these and other IBM trademarked terms are marked on their first
occurrence in this information with a trademark symbol (° and ™), these symbols
indicate U.S. registered or common law trademarks owned by IBM at the time this
information was published. Such trademarks may also be registered or common
law trademarks in other countries. A current list of IBM trademarks is available on
the Web at Copyright and trademark information at www.ibm.com/legal/
copytrade.shtml

Adobe®, the Adobe logo, PostScript®, and the PostScript logo are either registered
trademarks or trademarks of Adobe Systems Incorporated in the United States,
and/or other countries.

Java and all Java-based trademarks are trademarks of Sun Microsystems, Inc. in the
United States, other countries, or both.

Linux is a trademark of Linus Torvalds in the United States, other countries, or
both.

Red Hat, the Red Hat Shadow Man logo, and all Red Hat-based trademarks and
logos are trademarks or registered trademarks of Red Hat, Inc., in the United

States and other countries.

Other company, product, or service names may be trademarks or service marks of
others.
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